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e In 1995 FENCE POLE in Turkey, WIRE MESH production and application with
activities starting CAGRI WIRE FENCE In 2012, with new and modern invest-
ment with CAGRIFENCE of brands in the world market GRASS FENCE PANEL
FENCE CHAINLINKED AND HIGH SECURITY FENCE has acquired a reputable

production.

TR 995 yilinda Tiirkiye'de GIT DIREGI, TEL ORGU Uretimi ve uygulamasi ile faaliyetler-
ne baslayan CAGRI TEl CIT 2012 vilinda QAGRIFENCE markasiyla yeni ve modern
yatinmlaryla diinya pazarnda PANEL GiT, GIMGIT ve ORGU GiT sistemleri

etiminde sayg \ yer edinmisti
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36 countries

e Including European Countires, Qatar, Kuwait, Algeria,
Libya and Israel, our company also provides assembly
and application works in line with the demands of our
customers.

TR Amerika ve Avrupa Ulkeleri basta olmak Uzere Katar, Kuveyt,
Cezayir, Libya ve israil gibi 36'dan fazla tlkeye ihracat yapan
firmamiz, msteri talepleri dogrultusunda ozel Uretim ve

uygulama hizmeti saglamaktadir.

“we produce for the world "




3D Panel Fence

3D Panel Cit Sistemler

e 3D Panel Fence It is a 3D Panel fence system that provides
high durability with high welding application and bumble
bending against impacts.

The 3D Panel Fence is 3.80, 4.00, 4.30, 4.50, 4.80, and 5.00 mm
thick and consists of two models with 50x200 and 50x150 mm
eye spacing.

DIN EN ISO 1461 standards hot dip galvanized wire is coated
with Electrostatic Powder Coating in DIN EN 10244-2 Stan-
dards. Standard colors are produced as RAL 6005 Green and
RAL 7016 Anthracite Gray.

Production can be made in desired special colors and special
sizes.

TR 3D Panel Git Ylksek kaynak uygulanmasi ile darbelere kars
bombeli bikim 6zelligi ile ylksek dayaniklilik saglayan 3D Panel it
sistemidir.

3D Panel Cit 3,80, 4,00, 4,30, 4,50, 4,80, ve 5,00 mm kalinlikta olup
50x200 ve 50x150 mm goz aralikli iki modelden olusmaktadir.

DIN EN ISO 1461 standartlarinda Sicak Daldirma galvaniz kapli tel
tzerine DIN EN 10244-2 Standartlarinda Elektrostatik Toz Boya ile
kaplamasi yapilir. Standart renkler RAL 6005 Yesil ve RAL 7016
Antrasit Gri olarak Uretilir.

Istenilen 6zel renk ve dzel dliilerde Uretim yapilabilir.

“we produce for the world "
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Elektrostatic Powder Paint
Polyester Elektrostatik Toz Boya

Galvanize Coating

Galvaniz Kaplama
Steel Wire

Celik Tel

Applications
Kullanim Yerleri

Standard Colors
Ana Renkler

Color Alternatives
Renk Alternatifleri

Alternatives
Uretim Alternatifleri

Uriin Ozellikleri

: These fence components are used to create private

gardens, walled-in spaces and special indoor and
outdoor areas with decorative purposes.

Dekoratif amagli olarak bahgeler, duvarlar, acik ve kapali
alanlar olusturulmast igin kullanilirlar.

* RAL 6005 Green / Yesil

RAL7016 Anthracite / Antrasit

. The primary color for all GAGRI Panel Fence series

components, can be produced in different colors in
case of sufficient demand.

Boyali olarak (retilen tiim Cagri Panel Cit serisi panellerde
ana renk RAL 6005 Yesil olup yeterli miktarlarda talep
durumunda diger renklerde de Uiretim yapilabilir

: Can be supply as,

Non coated / Black, Galvanized - only

Boyasiz, galvanizli ve siyah kaplamasiz olarak da
tedarik edilebilir.



2D Double Fence

2D Double Cit Sistemleri ' -m..

e The biggest feature that distinguishes the 2D Double Fence product b "l l'”h ¢
from other fences is its production in double wire. It is a 2D Double i i i - 4||
fence system that shows great resistance to impacts and provides 1
high durability with high welding application by placing vertical wires
between two horizontal wires.

The 2D Double Fence is 8x6x8 mm and 6x5x6 mm thick and consists
of two models with 50x200 mm eye spacing.

DIN EN ISO 1461 standards hot dip galvanized wire is coated with
eletrostatic Powder Paint in DIN EN 10244-2 Standards. Standard
colors are produced as RAL 6005 Green and RAL 7016 Anthracite
Gray.

Production can be made in desired special colors and special sizes.

TR 2D Double Git Urindnd diger gitlerden ayiran en biyik 6zellidgi, cift telli
olarak Uretilmesidir. iki Yatay tel arasina dikey teller yerlestirilerek
Yiksek kaynak uygulanmasi ile darbelere karsi blytk mukavvemet
gosteren ve yiksek dayaniklilik saglayan 2D Double ¢it sistemidir.

2D Double Cit 8x6x8 mm ve 6x5x6 mm kalinlikta olup 50x200 mm

g6z aralikl iki modelden olusmaktadir.

DIN EN ISO 1461 standartlarinda Sicak Daldirma galvaniz kapl tel

zerine DIN EN 10244-2 Standartlarinda Elektrostatik Toz Boya ile

kaplanir. Standart renkler RAL 6005 Yesil ve RAL 7016 Antrasit Gri
olarak uretilir.
Istenilen 6zel renk ve 6zel dlciilerde tretim yapilabilir.
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Panel 2D Panel 2D Panel 2D Panel 2D Panel 2D Panel 2D Panel 2D Panel 2D
2500 x 1030 2500 x 1230 2500 x 1430 2500 x 1630 2500 x 1830 2500 x 2030 2500 x 2230 2500 x 2430
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2D PANEL FENCE
“ DOUBLE WIRE & DOUBLE STRONG ”
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Product Features Uriin Ozellikleri

Applications . These fence components are used to create private
Kullanim Yerleri gardens, walled-in spaces and special indoor and
outdoor areas with decorative purposes.

Dekoratif amacli olarak bahgeler, duvarlar, agik ve kapali
alanlar olusturulmast i¢in kullanilirlar.

Standard Colors : RAL 6005 Green / Yesil
Ana Renkler RAL7016 Anthracite / Antrasit

Color Alternatives : The primary color for all GAGRI Panel Fence series
Renk Alternatifleri components, can be produced in different colors in
case of sufficient demand.

Boyali olarak (retilen tiim Cagri Panel Cit serisi panellerde
ana renk RAL 6005 Yesil olup yeterli miktarlarda talep
durumunda diger renklerde de Uretim yapilabilir

Alternatives > Can be supply as,
Uretim Alternatifleri Non coated / Black, Galvanized - only

Boyasiz, galvanizli ve siyah kaplamasiz olarak da
tedarik edilebilir.




High Securty Fence

Vilksek Guivenli Cit

® Due to the technique used in the production of high security
fences, it is a safe wire fence system against cuts and
climbing. The very low pores prevent climbing and cutting,
so it is mostly used in areas such as consulates, military
zones, mines and industrial zones.

“ Special production can be made according to usage
areas and customer demands."

I

R Ylksek glvenlik ¢iti Gretiminde kullanilan teknik sayesinde kesilmel-
ere ve tirmanmaya karsi gtvenli bir tel ¢it sistemidir. Cok distk
gozenekler tirmanma ve kesilmeyi engellediginden daha gok konso-
losluklar, askeri bolgeler, madenler ve sanayi bolgeleri gibi alanlarda
kullanilmaktadir.

“Kullanim alanlarina gére ve miisteri talepleri dogrultusunda 6zel
tiretim yapilabilir.

“ we produce for the world "
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High Security Fence Usage Areas / Kullanim Alanlari
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VWelded Wire Mesh
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Hasir Tel

Welded Wire Mesh has the power to perform in industrial
environments, aesthetics to enhance architectural designs,
and versatility to perform a variety of functions.

This dynamic family of products, which can be used in
machinery tracks in general, garden stone wall creation,
frame railing, cabinet / warehouse compartments, around the
facility and in different applications, is suitable for almost any
design.

It has the ability to be used in all areas with its aesthetic
appearance and easy installation feature.

Hasir Tel, endUstriyel ortamlarda performans gosterme gticline,
mimari tasarimlari gelistirmek igin estetige ve gesitli islevleri yerine
getirmek igin ok yonlilige sahiptir.

Genel olarak makina parkurlarinda, bahge tas duvar olusturulmasinda,
gergeve korkuluk, dolap / depo bolmelerinde, tesis cevresinde ve farkli
uygulamalarda kullanilabilen bu dinamik drtin ailesi neredeyse her
tasarima uygundur.

Estetik goriintisU ve kolay kurulum &zelligi ile her alanda kullanim

ozelligine sahiptir.
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Panel Fence Posts

Panel Cit Direkleri

= Panel Fence Pole is produced in DIN EN ISO 1461 standards
measuring 50x50 and 60x60 mm from galvanized profile.
Optionally requested color is covered with Electrostatic
Powder Coating in DIN EN 10244-2 Standards. The fence
post is a complementary product for the Panel Fence.

Galvanized Profile is 1.50, 2.00, 2.50 and 3.00 mm thick and is
long-lasting and durable as well as environmentally friendly.

The powder coating layer on the Galvanized Profile not only
contains images, but also protects the fence posts from
rusting and does not require maintenance for many years.

™ Panel Cit Diredi, galvanizli profilden 50x50 ve 60x60 mm dl¢lerinde
DIN EN ISO 1461 standartlarinda tretiimektedir. istege bagl olarak
talep edilen renkte DIN EN 10244-2 Standartlarinda Elektrostatik Toz
Boya ile kaplanir. Cit diregi Panel Cit igin tamamlayici Grin olma
ozelligine sahiptir.

Galvanizli Profil 1,50, 2,00, 2,50 ve 3,00 mm kalinlikta olup uzun
omurlt ve dayanikli olmasinin yanisira gevre dostudur.

Galvanizli Profil Uizerindeki toz boya tabakasi sadece goriintiisermez,
ayni zamanda ¢it direklerini paslanmaya karsi korur ve uzupAyillar
boyunca bakim gerektirmez.







/D Fence Posts
2D Cift Tel Panel Cit Direkler

e The 2D Fence Pole is produced in DIN EN ISO 1461 standards
measuring 40x60 mm from the galvanized profile. Optionally
requested color is covered with Electrostatic Powder Coating
in DIN EN 10244-2 Standards. The fence post is a comple-
mentary product for the 2D Double Fence. Galvanized Profile
is 1.50, 2.00, 2.50 and 3.00 mm thick and is long-lasting and
durable as well as environmentally friendly.

The powder coating layer on the Galvanized Profile not only
contains images, but also protects the fence posts from
rusting and does not require maintenance for many years.

™ 2D Cit Diredi, galvanizli profilden 40x60 mm dlglerinde
DIN EN ISO 1461 standartlarinda Uretiimektedir. istege bagli olarak
talep edilen renkte DIN EN 10244-2 Standartlarinda Elektrostatik Toz
Boya ile kaplanir. Cit diregi 2D Double Cit igin tamamlayici driin olma
ozelligine sahiptir.

Galvanizli Profil 1,50, 2,00, 2,50 ve 3,00 mm kalinlikta olup uzun
omurlu ve dayanikli olmasinin yanisira gevre dostudur.

Galvanizli Profil Uzerindeki toz boya tabakasi sadece goriinti icermez,
ayni zamanda it direklerini paslanmaya karsi korur ve uzun yillar
boyunca bakim gerektirmez.

“we produce for the world "
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Garden Gates

Bahce Kapilar

= Four different categories as garden doors, single-wing door,

TR

20

double-wing door, sliding door and barrier with sleeves are also
produced by our factory.

The garden door is the doors placed in order to provide entrance
and exit to the area created by 2D Fence applications or designated
as a safety point for safe areas.

The garden door is framed from the standard 40x40 mm and 40x60
mm galvanized profile and mounted on door posts with a thickness
of 2.00 mm with a size of 60x60 mm and prepared in the desired
dimensions and can be easily applied to the designated outdoor or
indoor area.

Our garden doors are produced in DIN EN ISO 1461 and DIN EN
10244-2 quality.

Bahge kapilari tek kanatli kapi, ¢ift kanatl kapi, stirgtlt kapi ve kollu
bariyer olarak dort farkli kategori de fabrikamiz tarafindan Uretilmek-
tedir.

Bahge kapisi, 2D Git uygulamalari ile olusturulan alana giris ¢ikis
saglamak amaciyla yerlestirilen yada glivenli alanlar igin glvenlik
noktasi olarak belirlenen kapilardir.

Bahge kapisi standart 40x40 mm ve 40x60 mm galvanizli profilden
gerceve olursturulup 60x60 mm 6lctde 2,00 mm et kalinlidinda kapi
direklerine monte edilerek istenilen dlgtlerde hazirlanmakta olup,
belirlenmis olan dis yada i¢ mekan alana kolayca uygulanabilmekte-
dir.

Bahge kapilarimiz DIN EN ISO 1461 ve DIN EN 10244-2 kalitesinde
Uretilmektedir.




L |

ol

_ :
- amr

L7

—_—
—



Galvanized Chainlink

Wire Fence
Galvanizli Orgu Tel Cit
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Chain Link Fence is used in security areas, border determination,
private lands and gardens, and is 1.80, 1.90, 2.00, 2.10, 2.20, 2.30,
2.50, 2.70, 3.00 and 3.40 mm thick and produced from hot dip galva-
nized wires. Standard Eye ranges are 30x30, 40x40, 50x50, 55x55,
60x60, 65x65, 70x70 and 75x75 mm.

Chain Link Fence is produced in TSE standards by our factory of the
desired height and size.

Orgti Git glivenlik alanlarinda, sinir belirlemede, 6zel arazilerde ve
bahcelerde kullanilmakta olup, 1.80, 1.90, 2.00, 2.10, 2.20, 2.30, 2.50,
2.70, 3.00 ve 3.40 mm kalinlikta olup sicak daldirma galvaniz tellerden
dretilmektedir. Standart Goz araliklar 30x30, 40x40, 50x50, 55x55,
60x60, 65x65, 7T0x70 ve 75x75 mm olgllerindedir.

Orgi Cit, istenilen yiikseklik ve ebatta fabrikamiz tarafindan
TSE standartlarinda Uretilmektedir.
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P\/C Coated
Chainlink Wire Fence
PVC Kapli Galvanizli Orgl Tel Cit

en PVC Coated Mesh Fence is used in security areas, boundary
determination, private lands and gardens, is 3.00, 3.50 and 4.00 mm
thick and is produced with PVC coated wire on hot dip galvanized
wire. Standard Eye ranges are 30x30, 40x40, 50x50, 55x55, 60x60,
65x65, 70x70 and 75x75 mm.

PVC Coated Mesh Fence is produced in TSE standards by our
factory of the desired height and size.

" PVC Kapli Orgli Git givenlik alanlarinda, sinir belirlemede, 6zel
arazilerde ve bahgelerde kullaniimakta olup, 3.00, 3.50 ve 4.00 mm
kalinlikta olup sicak daldirma galvaniz tel tizerine PVC kaplamali tel ile
uretilmektedir. Standart Goz araliklar 30x30, 40x40, 50x50, 55x55,
60x60, 65x65, 70x70 ve 75x75 mm &lgilerindedir.

PVC Kapli Orgli Cit, istenilen yiikseklik ve ebatta fabrikamiz tarafindan
TSE standartlarinda Uretilmektedir.
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Barped Wire
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Dikenli Tel

The fact that the barbed wire is stainless is an element that should be
taken care of in order to protect human health. Roadsides, private lands,
gardens and industrial zones are examples of areas of use.

Barbed wires are 1.30x1.50, 1.50x1.70, 2.00x2.00 and 2.20x2.20 mm
standard thickness and roll lengths are rejected in our factory as 200
and 250 meters.

Production can be made in desired special dimensions.

Dikenli tellerin paslanmaz yapida olmasi insan saghginin korunmasi igin
dikkat edilmesi gereken bir unsurdur. Yol kenarlari, Ozel araziler, bahgeler
ve sanayi bolgeleri kullanim alanlarina érnektir.

Dikenli teller 1.30x1.50, 1.50x1.70, 2.00x2.00 ve 2.20x2.20 mm standart
kalinlikta olup rulo uzunluklari 200 ve 250 metre olarak fabrikamizda
retilmektedir.

Istenilen 6zel dlglilerde tretim yapilabilmektedir.

" we produce for the world "




Razor Wire

Jiletli Tel
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Razor wire consists of wires arranged in fine order. It's used to create
security. It is a system that acts as a barrier. The ends are very sharp,
increasing security.

Razor Wire straight-lined razor wire, Planar Razor Wire and Helezonic
Razor Wire are produced in 3 different models. It is 30, 45, 60, 75, 90,
100 cm high and is produced with new technology machines. The
inner core wire is 2.50 mm thick and covered with 0.50 mm sharp
sheet.

Special dimensions can be produced.

Jiletli tel ince sirayla dizilmis tellerden olusur. Glvenlik yaratmak igin
kullanilir. Bariyer gorevi goren bir sistemdir. Uglari Gok keskin
oldugundan glvenligi arttirir.

Jiletli Tel diiz hatli jiletli tel, DUzlemsel Jiletli Tel ve Helezonik Jiletli Tel
3 farkli modelde dretilmektedir. 30, 45, 60, 75, 90, 100 cm ylksek-
liginde olup yeni teknoloji makineler ile Uretilir.

i¢ cekirdek teli 2.50 mm kalinhiginda olup tizerine 0.50 mm keskin sac
ile kaplanr.

Istenilen 6zel dlglilerde Uretim yapilabilmektedir.

" we produce for the world "




Cimli Cit

e With its aesthetic appearance, it gives the impression of real
natural grass around your living area or garden and private areas.
Four seasons allow you to create a natural environment.
Thanks to its long-maintenance-free structure, the Grassy Wire
Fence can be used primarily in organizations, private living
spaces, public institutions and many other areas.
The Grassy Wire Fence is produced in our factory as standard 10
Meters with roll length of 50, 75, 100, 120, 150, 170 and 200 Cm
High.

"™ Estetik goriiniimii ile oturma alaninizin veya bahce ve 6zel

alanlarinizin gevresine gergek dogal ¢im izlenimini verir.
Dort mevsim dogal bir ortam olusturmaniza olanak saglar.

Cimli Tel Cit uzun yillar bakim gerektirmeyen yapisi sayesinde
oncelikle organizasyonlarda, 6zel yasam alanlarinda, kamu kurum-
larinda ve daha birgok alanda kullanilabilir.

Cimli Tel Git 50, 75, 100, 120, 150, 170 ve 200 Cm Yiksekliginde

rulo uzunlugu standart 10 Metre olarak fabrikamizda Uretilmektedir.

i O
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" we produce for the world "










(brass Carpet

Suni Cim Hall

= Upbringing and environment of natural grass, Turkey has begun
to experience problems due to the weather conditions. When
this is the case, people turned to artificial turf carpets and
entered the atmosphere of natural life. It has very little resis-
tance to natural grass.

However, artificial turf carpets are more durable and long-last-
ing against natural grass. Artificial turf can be used extensively
in sports fields.

Dogal gimlerin kullaniimasi ve yetistirilmesinde, hava sartlarindan
dolayi sorunlar yaganmaya baslanmistir. Bu durum suni ¢im hallya
talebi arttirmistir.

Suni gim halilar dogal gimlere karsi daha fazla dayanikli ve uzun
omdurltddrler. Suni gim halilar bahge peysajlari ve spor sahalarinda
yogun olarak kullaniimaktadir.

" we produce for the world "
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L & GRASS WIRE FENCI

WIRE FENCE INDUST IMPO

cagrifence.com
+90 4443092 | 49021272357

You can reach us through our coommunication
channels for your order and support requests.

Siparis ve satis sonrasi destek igin bize asagidaki iletisim kanallanmizdan ulasabilirsiniz

1#001:2015 45001:2078 DN EN S0 1461

Scan the QR code for
more ipformation

Daha fazla bilgiigin
QRkodu tarayin!

| +90533 529 40

PROVEN TECHNOLOGY
SERTIFIKALI TEKNOLOJI

CORROSION RESISTANT
KOROZYONA DAYANIKLI

UNIVERSAL INSTALLATION
EVRENSEL KURULUM

MODULER TECHNOLOGY
MODUL TEKNOLOJISI



